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Fault Finding 

Fault Possible Cause Remedy 

The proofer / holding cabinet 
does not operate / start. 
 

The mains isolating switch on the 
wall, circuit breaker or fuses are 
‘Off’ at the power board. 
 
The power switch on the cabinet 
is ‘Off’. 

Turn ‘On’. 
 
 
 
Rotate switch.  Indicator will  
illuminate. 

No humidity. Unit is in ‘HOLD’ mode. 
 
 
 
No water in trough. 

Switch unit to ‘PROOF’ mode. 
(Humidity is only generated in 
‘PROOF’ mode). 
 
Fill with water. 

Slow recovery. Overloading of cabinet. 
 
Door opened unnecessarily. 

Reduce batch size. 
 
Do not open unnecessarily. 

Door does not close. Tray in way of door. Correctly position tray in rack. 

This section provides an easy reference guide to the more common problems that may occur during the 
operation of your equipment.  The fault finding guide in this section is intended to help you correct, or at 
least accurately diagnose problems with your equipment. 
 
Although this section covers the most common problems reported, you may encounter a problem not  
covered in this section.  In such instances, please contact your local authorised service agent who will 
make every effort to help you identify and resolve the problem.  Please note that the service agent will  
require the following information:- 
 

• The Model Trade Name and the Serial Number of the Appliance.  (Both can be found on 
the Technical Data Plate located on the appliance). 
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Wiring Schematic 

BAP89 Proofer / Holding Cabinet - Circuit Schematic 
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Wiring Schematic 

BAP89 Proofer / Holding Cabinet - Wiring Diagram 
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Replacement Parts List 

Pos Part No. Description 
  
1 - - - - - - DOOR ASSEMBLY (Refer Page 18). 
2 025598 DOOR SEAL. 
3 020082 HINGE TOP (ASSEMBLED WITH BUSH). 
4 020083 HINGE BOTTOM (ASSEMBLED WITH BUSH). 
 017905 HINGE BUSH. 
5 025609 RACK SPACER (OPTIONAL EXTRA). 
 025685 RACK SPACER KIT. 
6 025608 LH RACK WA. 
7 025604 RH RACK WA. 
8 - - - - - - CONTROL PANEL ASSEMBLY (Refer Page 17). 
9 025566 HANGER STUD. 
10 022758 CATCH PLATE. 
11 025732 CONDENSATE DRAWER. 
12 025601 RACK STANDOFF. 
13 013890 CASTOR - SWIVEL. 
14 015759 DRY ELEMENT - 600W (110V). 
15 013885 CASTOR - RIGID. 
16 021342 LAMP HOLDER. 
 014219 BULB 15W (115V). 
17 025575 SIDE PANEL. 
18 025567 WATER TANK. 
19 012271 CLAMP BOTTOM. 
 012275 CLAMP TOP. 
20 015230 WET ELEMENT - 600W (110V). 
21 019238 SNAP BUSH 19mm. 
22 025573 TERMINAL BLOCK PANEL. 
23 013586 TERMINAL BLOCK. 
24 002441 INSULATOR. 
25 002138 CABLE CLAMP. 
26 025580 FAN MOTOR BRACKET. 
27 013999 MOTOR - (110V). 
28 022097 SENSOR BRACKET. 
29 022252 FLOAT SWITCH SLEEVE. 
30 022253 ADAPTOR & LOCKNUT. 
31 022998 REDUCING SOCKET 3/8” x 1/8”. 
32 025574 WATER TUBE. 
33 021617 WATER SOLENOID - (110V). 
34 022250 FLOAT SWITCH. 
35 021535 RELAY - (110V). 
36 020869 CONNECTOR 3/8”F x 1/4” COMPRESSION. 
37 024702 WATER SOLENOID BRACKET. 
38 021619 REAR SERVICE PANEL TOP. 

Main Assembly Parts List - BAP89 

Replacement Parts List 

When ordering replacement parts, please quote the part number and the description as listed below.  If the 
part required is not listed below, request the part by description and quote model number and serial  
number which is shown on the rating plate. 

IMPORTANT: 
 

Only genuine authorized replacement parts should be used for the servicing and  
repair of this appliance.  The instructions supplied with the parts should be followed 
when replacing components. 
For further information and servicing instructions, contact your nearest authorized  
service branch (contact details are as shown on the reverse of the front cover of this  
manual). 
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Replacement Parts List 

Main Assembly - BAP89 
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Replacement Parts List 

Control Panel Assembly - BAP89 

Pos Part No. Description 
 
1 025582 CONTROL PANEL. 
2 233234 OVERLAY BELSHAW ADAMATIC BAP89°F. 
3 022789 SELECTOR SWITCH. 
4 022787 THERMOSTAT 0-85°C (Dry). 
5 024527 THERMOSTAT 30-85°C (Wet). 
6 023857 PILOT LIGHT (110V). 
7 020823 KNOB. 
8 021472 KNOB (Humidity). 
9 022788 THERMOMETER. 
10 024694 CONTROL PANEL HOOK. 
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Replacement Parts List 

Door Assembly - BAP89 

Pos Part No. Description 
 
1 025519 DOOR HANDLE. 
2 020082 HINGE TOP ASSEMBLY. 
3 025588 DOOR OUTER. 
4 090202 DOOR OUTER SEAL - 2.02m. 
5 025599 DOOR GLASS. 
6 025593 DOOR INNER FRAME. 
7 020083 HINGE BOTTOM ASSEMBLY. 
8 018947 MAGNETIC CATCH (INNER). 
9 025600 MAGNET MOUNTING PLATE. 
10 090203 DOOR INNER FRAME SEAL - 2.00m. 
11 025598 DOOR SEAL. 
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